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Wir wiinschen stets gute Fahrt " GOLDE-Stahl-Kurbeldach
mit dem GOLDE-Schiebedach

Die wersenkt in einer Mulde angebrachte Kurbel ist herunterzis-
klappen. Durch Linksdrehung derselben wird das Dach gedfinet
Bai Unterbrechung der Kurbeldrehung bleibt das Dach stehen und
ist damit arretiert Das Dach ist somit in jeder beliebigen Lage
festgestellt. Die Kurbel kann durch leichten Druck wisder in die
Vertiefung der Mulde gebracht werdan,

z Durch Rechtsdrehung der Kurbel wird das Dach wieder nach vorn
et e e e e bewagt. Die Kurbel Ist bis zu einem splrbaren Anschlag zu drehen.
i Dann erst ist das Dach vollkommen geschlossen.

Haben Sie ein Schisbadach mit elekirischer Betiigung, so erfolgt
dle Bedienung durch elnen Wippechalter.

E-Antrieb vorn ] E-Antrisb hinten

Fallz die elekirische Anlege awsflit, Bal Avsfall der eleldrischen Anlage
Plastikkappe am Getriebe sbnehmen  kann das Schiebedach mittels eines
urtl die Schlitzecheaube mit Schweu-  mitgelisfarten  Handbedienungsgriffes
benzieher herausdreten, batitigt werden. Hisrzu wird der Reld-

varachlud hinten lber der Heckscheibe
Bitta darauf achten, dab Bellagsshel- oonpner und die Plastikksppe vom
ban nicht werlorengehen. le nech Aua- Getrisbe entfernt. Di2 etz sichtbare

eingebaut am: . . b...

in Fahrzeu'gtypf e o LY S i

Fahrgestell-Nummer: __ A0 .

durch Firma: : - s fobrung  dee  Handbadlenungsoriffes  Sobitcchraube  wird mit  der als
o kann durch Rechtsdrehung das Schie-  gepeaypanzieher ausgebildsten Seits
{M bedach wie folgt geschlossen warden:  jao Handbedienungegrifes herausge-

1, Handbedienungsgriff mit Gewinde dreht. {Achten Sie bitte auf Bellag-

achelben) Mun wird die andare Saita
; elsoi i der Handbatitigung In di freigelegts
6 2 I-Lmdhadle_nmgsgriﬂ mit gabelfér-  Klaue eingesetzt, und durch Drehen
migem Ende einfObren wnd auf Ein-  kann das Dach geschiossen warden.
b M griff echian.
LZ;OG ;‘ = 3. Hapdbedienungegriff mit gabslftr-
migem Ende einfihren und nach
: Eingriff mit Handelschraube  fest-
J|I echrauben.

(_,{_‘} 4,‘ 0]"]’20'; Bei der regalmafigen Wagenpflege ist darauf zu achten, daB die

beiden Wasserablauflécher des Schiebedachrahmens links und rachts
frai wvan Verunrelnigungen sind und weder Laub, Kirschkerne usw.
den Wasserablauf verhindemn.

Die gleitendan Teile des Daches bedirfen keinar Schmiarung.

Garantiezeit 10000 km
langstens & Monate ab Einbaudatum.



GOLDE Sliding Roof

The sliding roof Iz operated by a crank located above the wind-
shield in the center of the headlining. The crank is to be folded
downward, and by a left tum roof is being opened. The roof can
be arrested In amy position by stopping the cranking movement.
The crank can be returned into its tray by slight pressure. By
turing the crank to the right the roof will be moved forward to its
clesed position, The crank s to be turned to a perceptible stop for
completely closed position.

f you posses a Slinding Roof with Electric Control, the operation
s made by a tumbler switch.

Electric Drive, front

Should the electric aystem fall, re-
mova plastic cover at gear wnit and
unecrewy  elotted screw  with  sorew
driver.

Please take care not to lose any
waehera,

Depending on type of manual opér-

Electric Drive, rear

During fallure of the selectric aystem,
the sliding roof may be clesed by n

“manual operating grip supplied with

the roof. For thiz purpose tha zip
fastener in the rear ower the rear
window should be opened and the
plagtic cowver ower tha gear unit
removed.

ating grip, the eliding roof may b8  The slomed screw new visible is 1o
closed by turning grip clockwise @8 by ypocrswsd by the end of the
iollowa: manual operating grip sheped like &

1. manual operating grip with threed,  Ecvew driver, (Please watch for was-
ta he serewed in, hers). Mow the other end of the
manual operating grip Ie to be Ineertad

2 manual operating geip with forked ot claw now expoged and the roof
ond, to be Inserted and engaged, may be closed by turning the grip.

& manuel operating grip with forkad
* end, to be Inzerted and tightenad
by Enurled ecrew.

During regular maintenance of the car, one should take care that
the two water drainage holes at the front comers of the sliding
roof frame are free of dirt and that the water drainz are not blq}c:kaﬂ
by foliage, cherry-stones etc.

There is no need to lubricate the Bliding parts of the roof. The
glide shoes and guide ralls should not be greased or ciled.
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GOLDE-Schiebedach (Faltendach)

Haben Sie ein Faltenschiebedach mit einem Handgriff zu bedianen,
so ist dieser Griff um 180° nach links zu drehen.

Das Schlebedach kann dann bequem in die gewiinschie Lage wer-
schoben werden.

Zur Feststellung des geé&ffneten Schiebedaches wollen Sie bitte dan
Criff um 180° nach rechts drehen.

UUm das Schiebedach zu schlieBen, wird dieses so weit nach vorn
geschoben, bis der VerschluBhaken In die dafiir vorgesehene Offnung
elngreift. Sodann ist der VerschluBgriff um 180° nach rechis zu
drehen, Bei diesem Vorgang wird das Schiebedach herangezogen,
gleichzeitiy gespannt und auf die Karosserie-Oberkante gepreBt.

GOLDE Sliding Roof (Folding Roof)

Opening the roof:

The roof is opened by turning the lock handle 1B0° to the left; this
enshles the roof to be pushed back without effort, To lock the roof
in positien, the handle is turned 180° to the right.

Closing the roof:

The roof may be either complately or parily open at the beginning
of this operation. The [ock handle Is thus in the “right” position.
To cloge the roof therefore, the handle must be turned 180° to the
left, and the rocf pushed forward until the catch enters the aperture
made to receive it. The lock handle Is then turned 180° to the right.
This action causes the roof to ba drawn into the tightly-closed position
(i. 2. ta be fully tensioned) and at the same time the mobile cowling
at the front, sliding part of the roof, and to which the top fabric Is
fastened, Is pressed on to the top of the bodywork and makes a
tight seal with the rubber sealing strip which I fixed beneath the fabric.
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